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SIZE 2 CRF / CRL
CARTRIDGE TRANSDUCER

WITH TAPER LOCK
FLANGE MOUNT

GENERAL ARRANGEMENT
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Tolerance

Material

Finish

Notes

29.0 mm93.5 mm Including 1.5 Axial Float (92.0 min)

Notes

1. See 'SCREW MOUNT GENERAL ARRANGEMENT'
    Drawing No. 222-2-X for complete dimensional information.

2. Before final tightening of the flange ring clamping screws and
    the M10 cap screws, the transducer body can be rotated within
    the flange ring to achieve accurate alignment of the wrap angle 
    bisector and the red spot on the body of the transducer.

55.5 mm

Flange 
Ring
halves

ø114.0 mm

16.0 mm

Cap screw for clamping
the Flange Ring to the 
body of the transducer

 

 The taper locking flange is 
pulled in by the three hex-head
screws to give concentric 
alignment of the shaft. 

+/-0.1 unless otherwise stated

See above
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Third AngleProjection

ø18.0 mm  C'bore
10.0 Deep Typ. 4

Max Shaft Depth
17.0 mm

ø11.5 mm  Thro. Typ. 4
Equispaced on 90.0 PCD
Suitable for M10 cap screw
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Shaft diameter 
ø25.0 mm +/- 0.1


