
For cable connection allow
80.0 for Lumberg connector or
170.0 for Amphenol Military 
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24.0 mm

48.0 mm

Total Tension Solutions Ltd.
14 Highpoint Business Village
Henwood Industrial Estate
Ashford
Kent. 
TN24 8DH 

Telephone: +44 (0) 1233 624422
Fax: +44 (0) 1233 624466 
E-Mail: info@tts-systems.co.uk

XXXXXXXXXXXXXXXXXXXXXXX

XXXXXXXXXXXXXXXXXXXXXXX

XXXXXXXXXXXXXXXXXXXXXXX

XXXXXXXXXXXXXXXXXXXXXXX

XXXXXXXXXXXXXXXXXXXXXXX

Initial Layout

One peice beam design

Title change & Lumberg conn

Issue 2 12/04/06

Issue 8 XX/XX/XX

Issue 7 XX/XX/XX

Issue 6 XX/XX/XX

Issue 5 XX/XX/XX

Issue 4 XX/XX/XX

Issue 3 04/12/06

Issue 1 21/03/01

SIZE 3 CRF / CRL
CARTRIDGE TRANSDUCER
PLUMMER BLOCK MOUNT
GENERAL ARRANGEMENT
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Notes

1. See 'SCREW MOUNT GENERAL ARRANGEMENT'
    Drawing No. 223-1-X for complete dimensional information

1
2
8
.0
 m
m

106.5 mm Including 1.5 Axial Float (105.0 min)

Max Shaft Depth
23.5 mm
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+/-0.1 unless otherwise stated
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Third AngleProjection

ø72.0 mm

ø68.0 mm

Shaft diameter
ø45.0 mm +/- 0.1


