3.0mm

17.0 mm

Max Shaft Depth
29.0 mm

Shaft diameter

/035.0 mm +/- 0.1

—068.0 mm

IS IS £
£ 3 £ £
o [ E j = o
& g 2 3
~— IS [ce] -~
The taper locking flange is
pulled in by the three hex-head
For cable connection allow screws to give concentric
80.0 for Lumberg connector or alignment of the shaft.
170.0 for Amphenol Military
spec. connector N . A
24.0 mm 19.0 mm
48.0 mm 49.0 mm
112.0 mm Including 1.5 Axial Float (110.5 min) 93.0 mm
Notes
1. See 'SCREW MOUNT GENERAL ARRANGEMENT"
Drawing No. 223-2-X for complete dimensional information
Issue 1 | 21/03/01 | Initial Layout Total Tension Solutions Ltd. TITLE Drawn By Date Approved Date Scale Projection | Third Angle
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Issue 3 | 04/12/06 | Title change & Lumberg conn Ashford SIZE 3 CRF / CRL CJ 21/03/01 XXX XXIXXIXX N.T.S Tolerance +/-0.1 unless otherwise stated
Issue 4 | XX/XX/IXX XXXXXXXXXXXXXXXXXXXXXXF Kent. CARTRIDGE TRANSDUCER .
Isste 5| XX/XXIXX XXXXXXXXXXXXXXXXXXxXxxxy TN24 8DH WITH TAPER LOCK DRAWING NUMBER | 223-4-3 Material N/A
Issue 6 | XX/XX/XX XXXXXXXXXXXXXXXXXXXXXX Telephone: +44 (0) 1233 624422 PLUMMER BLOCK MOUNT CUSTOMER Finish N/A
Issue 7 | XX/XX/XX] XXXXXXXXXXXXXXXXXXXXXX] Fax: +44 (0) 1233 624466 GENERAL ARRANGEMENT
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